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GC020

Frequency
AMPS 824-894MHz / GSM 900 MHz / UMTS 2.1 /GHz / 
WIFI / BLUETOOTH 2.4 GHz / DCS 1800 MHz / PCS 1900 
MHz

Polarization Vertical
Gain 2.2 dBi
VSWR <2:1
Connector SMA Male

Housing size 55 mm x 9.65 mm

GC030

Frequency
AMPS 824-894MHz / GSM 900 MHz / UMTS 2.1 /GHz / 
WIFI / BLUETOOTH 2.4 GHz / DCS 1800 MHz / PCS 1900 
MHz

Polarization Vertical
Gain MHz 2.2 dBi
VSWR <2:1
Connector FME Female

Housing size 55 mm x 9.65 mm

GC040

Frequency
AMPS 824-894MHz / GSM 900 MHz / UMTS 2.1 GHz / 
WIFI/ BLUETOOTH 2.4 GHz / PCN 1800 MHz / DCS 1900 
MHz

Polarization Horizontal
Gain 2.2 dBi
VSWR <2:1
Connector FME Female 90°

Housing size 53 mm x 9.65 mm

GC050

Frequency
AMPS 824-894MHz / GSM 900 MHz / UMTS 2.1 GHz / 
WIFI/ BLUETOOTH 2.4 GHz / PCN 1800 MHz / DCS 1900 
MHz

Polarization Horizontal
Gain MHz 2.2 dBi
VSWR <2:1
Connector SMA Male

Housing size 54 mm x 9.65 mm

GPRSGPRSGPRSGPRSGPRSGPRS

* Connectors and length available on request
SMA / FME / FAKRA / SMB…
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GPRSGPRSGPRSGPRSGPRSGPRS

* Connectors and length available on request
SMA / FME / FAKRA / SMB…

GC-TC9403                                                           Wall mount
Frequency    900-1800MHz
Gain 5dB
VSWR <1.5:1
Cable RG58
Housing size Height : 205 mm

IP67

GC-TC9405                                                           Wall mount
Frequency    900-1800MHz
Gain 3dB
VSWR <1.5:1

Cable RG174

Housing size Height : 190 mm

IP67

GC200GP                                                              Wall mount

Frequency
AMPS 824-894MHz/GSM/PCN/1.9GHz USA/
UMTS 2.GHz/Bluetooth-Wifi 

Gain MHz : dBi 2.2dBi
VSWR <2:1
Cable RG58
Housing size 285mmx 16,5mm x155mm

GC205GP                                                                         Wall mount

Frequency
AMPS 824-894MHz/GSM/PCN/1.9GHz USA/
UMTS 2.4GHz/Bluetooth-Wifi 

Gain MHz : dBi 2.2dBi Max
VSWR <2:1
Cable RG58
Housing size 215mmx 16mm x115mm
Working temperature 40°C to +85°C

GC-TC9401                                                 Marine Antenna
Frequency    824-960MHz
Gain 5dB
Polarization Vertical
VSWR <1.5:1
Randome material Fiberglass
Cable RG58
Housing size Height : 580 mm/Diam 30mm

IP67

IP67

IP67
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GPRSGPRSGPRSGPRSGPRSGPRS

* Connectors and length available on request
SMA / FME / FAKRA / SMB…

TC-1301                                                                    Magnet   
Frequency 900/1800/1900/2100 MHZ
Gain 7 dB
Cable RG58

TC-1304                                                                     Magnet   
Frequency 824-960/2100 MHZ
Gain 3dB

VSWR <1.5:1

Cable RG-58

GC300M                                                                     Magnet              

Frequency
AMPS (824-894 MHz) / GSM (900 MHz) / 3G (UMTS 2.1 
GHz) / PCN (1800 MHz) / DCS (1900 MHz) / ISM (868 
MHz)

Gain 2.2 dBi Max
VSWR <1.5:1
Connector FME Female
Housing size 71,5 mm x 31mm

GC301M                                                                     Magnet                        
Frequency

DCS (1900 MHz) / PCN (1800 MHz) / 3G (UMTS 2.1 GHz) / 
GSM (900 MHz) / AMPS (824-894 MHz) / ISM (868 MHz)

Gain 2.2 dBi Max
VSWR <2:1
Connector FME Female
Housing size 71,5 mm x 31mm

GC320M                                                                    Magnet                        
Frequency

AMPS 824-894 MHz, GSM 900, 1800 MHz
PCN 1,9 GHz, UMTS 2,1 GHZ

Gain 5 dBi
VSWR < 2:1
Power handling 30W
Cable 2.5m RG174
Housing size 300 mm x 31mm

Working temperature -40°C to + 85°C
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GC500                                                                   Sticky pad

Frequency
GSM 900, DCS 1800 MHz / PCS 1900 MHz / UMTS 
2.1GHz / Bluetooth 2.4GHz

Gain MHz : dBi 900 : 0 / 1800 : 0 / 2400 : 0
VSWR 1.5:1
Housing 22 mm x 116 mm

tetra

GC500L                                                                 Sticky pad

Frequency
TETRA 380-500MHz / AMPS 824-894MHz / GSM 900 
MHz / DCS 1800MHz / PCS 1900 MHz / UMTS 2.1GHz / 
Bluetooth 2.4GHz

Gain MHz : dBi 380 - 500 : 0 / 900 : 2.25 / 1800 : 2.2 / 2400 :2
VSWR 1.5:1
Housing 22mm x 126.5mm

GC550                                                                   Sticky pad                        
Frequency

AMPS 824-894MHz / GSM 900 MHz / DCS 1800MHz / 
PCS 1900 MHz / UMTS 2.1GHz / Bluetooth 2.4GHz

Gain MHz : dBi 900 : 0 / 1800 : 0 / 2400 : -1
VSWR 1.5:1
Cable Type RG174
Housing 25x72mm

GC520    white color available                                                     Sticky pad

Frequency
AMPS 824-894MHz / GSM 900 MHz / DCS 1800 MHz / 
PCS 1900 MHz / UMTS 2.1GHz / Bluetooth 2.4GHz

Gain dBi 2.15
VSWR 1.5:1
Cable Type  RG174
Housing 117 mm x 12 mm

GPRSGPRSGPRSGPRSGPRSGPRS

* Connectors and length available on request
SMA / FME / FAKRA / SMB…
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GPRSGPRSGPRSGPRSGPRSGPRS

* Connectors and length available on request
SMA / FME / FAKRA / SMB…

GCMAS01

Frequency
AMPS824~894 MHz / GSM~GPRS 900 MHz, DCS 
1800 MHz / PCS 1900 MHz / UMTS 2100 MHz / 
Wifi  & Bluetooth 2400 MHz and 5.0 to 5.8 GHz

Gain 0 dBi
VSWR <2:1
Cable Type 1.13mm/RG174
Connector U.FL, SMA, MMCX,…

PCB size 42x16x1.6 mm

GCMAS04
Frequency GSM 900 / DCS 1800 MHz / PCS 1900 MHz
Gain 0 dBi
VSWR <1.5:1
Cable Type 1.13mm/RG174
Connector U.FL, SMA, MMCX,…

PCB size 42x16x1,6 mm

GC0X5
Frequency

GSM 900MHz / PCN 1800MHz
UMTS 2.1GHz / Bluetooth 2.4GHz

Gain 0 dBi
VSWR <2:1
Cable Type 1.13mm/RG174
Connector U.FL, SMA, MMCX, 

PCB size 35mm x 6mm

GCDGACT01

Frequency
AMPS824~894 MHz / GSM~GPRS 900 MHz, DCS 
1800 MHz / PCS 1900 MHz / UMTS 2100 MHz / 
Wifi  & Bluetooth 2400 MHz

Gain 0 dBi
VSWR <1.5:1
Connector U.FL, SMA, MMCX,…
PCB size 25x75 mm

GC550PCB

Frequency
AMPS824~894 MHz / GSM~GPRS 900 MHz, DCS 
1800 MHz / PCS 1900 MHz / UMTS 2100 MHz / 
Wifi  & Bluetooth 2400 MHz

Gain MHz : dBi GSM : 0 dBi
VSWR <1.5:1
Connector U.FL, SMA, MMCX,…
PCB size 25 mm x 72mm
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GPSGPSGPSGPSGPSGPSGPSGPSGPS
GCTiny WH                          

Frequency GPS 1575.42 MHz
Gain MHz : dBi >25 dBi
VSWR <1.2:1
Voltage supply 3V~5V
Current <20mA
Cable Type 1.13 mm/RG174
Connector U.FL, SMA, MMCX,

PCB size Ø 18mm x H15mm

GC400F                          
Frequency GPS 1575.42 MHz
Gain 26 dB (3V) 28dB (5V)
VSWR <1.2:1
Voltage supply 3V - 5V
current 15mA - 25mA
Cable type 1.13 mm/RG174
Connector U.FL, SMA, MMCX,…

PCB size 20mm x 20mm x 9.5mm

GC402S                          
Frequency GPS 1575.42 MHz
Gain 26 dBi (3V) - 28 dBi (5V)
VSWR <1.2:1
Voltage supply 2.7V to 5.5V
current 15mA - 25mA
Cable type 1.13 mm/RG174
Connector U.FL, SMA, MMCX,…

PCB size 26mm x 26mm x 9.5mm

GC409 passive                          
Frequency GPS 1575.42 MHz
Gain 2dBi
VSWR <1.2:1
Voltage supply N/A (Passive antenna)
Cable type 1.13 mm/RG174
Connector U.FL, SMA, MMCX,…

PCB size 25mm x 25mm x 8mm

* Connectors and length available on request
SMA / FME / FAKRA / SMB…



1313More products at www.giga-concept.fr

GPSGPSGPSGPSGPSGPSGPSGPSGPS

* Connectors and length available on request
SMA / FME / FAKRA / SMB…

GC410M                                                             Magnet/sticky
Frequency GPS 1575.42 MHz
Gain 26 dB at 3V, 28 dB at 5V
VSWR <1.2:1
Voltage supply 3V - 5V
current 15mA - 25mA

Housing 16.9mm x 43.3mm

GC431M                                                             Magnet/sticky
Frequency GPS 1575.42 MHz
Gain 26 dB at 3V, 28 dB at 5V
VSWR <1.2:1
Voltage supply 3V - 5V
current 15mA - 25mA

Housing 38mm x 34mm x 13.7mm

GC450                                                                Magnet/sticky

Frequency
DCS (1900 MHz) / PCN (1800 MHz) / 3G (UMTS 2.1 
GHz) / GSM (900 MHz) / AMPS (824-894 MHz) / ISM 
(868 MHz)

Gain 32 dB typ. (5V
VSWR <1.2:1
Voltage supply 3V - 5V
current < 5mA (1.8V), 13mA (3.3V), 25mA (5V)

Housing 40mm x 43mm x 12.7mm

GC410B                                                              Screw mount
Frequency GPS 1575.42 MHz
Gain 26 dB at 3V, 28 dB at 5V
VSWR <1.2:1
Voltage supply 3V - 5V
current 15mA - 25mA
Housing 26mm x 26mm x 9.5mm

GPS Tiny                                                            Magnet/sticky
Frequency GPS 1575.42 MHz
Gain 25 dB min
VSWR <2.0

Housing Diameter 22 mm / Height 18 mm
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WIFIWIFIWIFIWIFIWIFIWIFI

* Connectors and length available on request
SMA / FME / FAKRA / SMB…

GC672B                                                             Screw mount                                    
Frequency Bluetooth-Wifi  2,4GHz/5-5.8GHz
Gain 5 dBi Max. at 2,4GHz; 2dBi at 5,8GHz
VSWR < 2:1
Housing size Dia 70mm x 36 mm
Working 
temperature

-40°C to +85°C

ISM

GC662B                                                             Screw mount                         
Frequency Wifi  & Bluetooth 2.4 GHz / 5.0~5.8 GHz
Supply voltage 2.8V to 5.5 V
Gain 5 dBi at 2.4 GHz
VSWR <2:1 Max

Housing 70mm x 15mm

GC010                          
Frequency

GSM~GPRS 900 MHz, DCS 1800 MHz / PCS 1900 MHz / 
UMTS 2100 MHz / Wifi  & Bluetooth

Polarization Vertical
Gain 2.2 dBi
VSWR <2:1
Connector SMA Male 90° 

Housing size 53 mm x 9.65 mm

GC23   Clips                      
Frequency

Adjustable Frequency Range : 433MHz / 800MHz / 
900MHz/1800MHz / 1900MHz / 2.4 GHz / 5.8GHz

Polarization Omnidirectional
Gain MHz : dBi 900 : 5 / 1800 : 5 / 2400 : 5
VSWR ≤2.0
Connector U.FL, SMA, MMCX,…All connectors available on request

Cable Micro coaxial cables 

GCAP11

Frequency
 Adjustable Frequency Range : 433MHz / 800MHz /  
 GSM~GPRS 900MHz/
 DCS 1800MHz / PCS 1900MHz / 2.4 GHz / 5.8GHz

Polarization  Omnidirectional
Gain  5 dBi 2.4 GHz / 3 dBi at 5.8 GHz
VSWR  ≤2.0
Connector  SMA Male Revrse Pomarity

Housing size  diam 13.5mm x L 216mm
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WIFIWIFIWIFIWIFIWIFIWIFI

GCDGACT01

Frequency
AMPS824~894 MHz / GSM~GPRS 900 MHz, DCS 
1800 MHz / PCS 1900 MHz / UMTS 2100 MHz / 
Wifi  & Bluetooth 2400 MHz

Polarization Vertical
Gain 0 dBi
VSWR <1.5:1
Cable Type All cable type & length available on request
Connector U.FL, SMA, MMCX,… All connectors available on request

PCB size 25x75 mm

GC555 PCB                        
Mounting position Any Surface
Impedance 50 Ω
Frequency Bluetooth/WIFI 2,4-2,5 GHz
Polarization Vertical
Gain 3 dBi max.
VSWR <1,5:1
Cable request (min. 60mm)
Connector upon request
PCB size 25 x 72 x 6 mm

Working temperature -40°C to + 85°C

GCMAS01

Frequency
AMPS824~894 MHz / GSM~GPRS 900 MHz, DCS 
1800 MHz / PCS 1900 MHz / UMTS 2100 MHz / 
Wifi  & Bluetooth 2400 MHz and 5.0 to 5.8 GHz

Polarization Vertical
Gain 0 dBi
VSWR <2:1
Cable Type All cable type & length available on request

Connector
U.FL, SMA, MMCX,…
 All connectors available on request

PCB size 42x16x1.6 mm

* Connectors and length available on request
SMA / FME / FAKRA / SMB…

GC550PCB

Frequency
AMPS824~894 MHz / GSM~GPRS 900 MHz, DCS 
1800 MHz / PCS 1900 MHz / UMTS 2100 MHz / 
Wifi  & Bluetooth 2400 MHz

Gain MHz : dBi GSM : 0 dBi
VSWR <1.5:1
Connector U.FL, SMA, MMCX,…All connectors available on request
PCB size 25 mm x 72mm




